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Figure 1 Diagram of the DTC 2280 Adapter 
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Figure 2 Diagram of Serial Port 2 and Game Port Bracket 
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Features 


ISA Bus to IDE interface adapter 
IDE hard disk (Enable, Disable, Primary, or Secondary) 
IDE Interrupt (IRQ14/IRQ15) 
Supports Two (2) IDE/ATA devices: 
e IDE Hard disk drives 
e IDE CDROM drives (ATAPI Compatible) 
e IDE Tape drives 
e Support for two 3.5" 720K/1.44M or 5.25" 360K/1.2M 
floppy disk drives. 
e Two Serial ports (NS16450 compatible) 
One Parallel Port (Bi-Directional) 
One Game Port (Single Joy Stick) 


Jumper Settings 


Description OPEN 
Not Used 
Floppy Disk Enabled* Disabled 
Parity Port Direction Bi-dir Uni-dir* 
Game Port Enabled* Disabled 
Parity Port Address 378 (LPT1)* 278 (LPT2) 
Serial 1 Address 3F8* 3E8 
Serial 1 Enabled* Disabled 
Parallel Port Enabled* Disabled 
Serial 2 Address 2F8* 2E8 
Serial 2 Enabled* Disabled 
IDE Enabled* Disabled 
IDE Address 1FQ* 170 
IRQ 15 (Secondary) Disabled* Enabled 
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Serial 1 Port Address 


CLOSED 
Enabled* 

Disabled Enabled 

Disabled Enabled 


Jumper Description OPEN 
Disabled 


* - Default 
Serial Port 2 IRQ Address 


Jumper Description OPEN CLOSED 
Disabled Enabled* 
Disabled Enabled 
Disabled Enabled 


* - Default 


CLOSED Printer Port IRQ Address 


Jumper 


CLOSED 
Enabled* 
Enabled 


Jumper Description OPEN 
W21 IRQ 7 Disabled 
Disabled 


W22 IRQ 5 
* - Default 


Hardware Installation 


NOTE: When connecting a ribbon cable connector, 
always align the colored (blue or red) side of the cable 
to Pin 1. 


Set the jumpers . 
Power down the computer. Install the card in an available 
ISA BUS slot. 


3. Install the Serial Port 2 and Game Port bracket in an 


Ne 


Disabled Enabled* 


IRQ A (Primary) 
* - Default 
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available blank bracket location. 
e Connect the Serial Port 2 connector ribbon cable. 
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e Connect the Game Port connector ribbon cable. 


4. Connect the 34-pin floppy drive cable. Connect the other 
end of the cable to the floppy drive(s). The twisted end of 


the cable is for drive A: and the middle connector is for 
drive B:. If drive B: is installed, remove the terminating 
resistors from it. 

5. Connect the IDE drive(s). Attach one end of a 40-pin IDE 
ribbon cable connector. Connect the other end of the cable 
to the IDE/ATA drive(s). 

6. Attach the hard drive activity LED connector. 

7. Turn system on. Enter the CMOS Setup program. 

e Select the appropriate drive type for the hard drive attached. 
© Save CMOS settings. 


Limited Hardware Warranty 
DTC Data Technology Corporation warrants the DTC 2280 against defects in 
materials and workmanship for a period of one (1) year from the date of original 
retail purchase. DTC Data Technology Corporation will, at its option, repair, 
replace, or refund the purchase price of the defective product if returned, with a 
copy of the bill of sale, shipping prepaid, during the warranty period. DTC Data 
Technology Corporation will not be liable for special, incidental, or consequential 
damages arising out of the use of this product and in no event shall the liablity of 
DTC Data Technology exceed the actual amount paid by purchaser for the 
product. 


FCC Compliance 
This device complies with Part 15 of the FCC rules. Operation is subject to the 
following two conditions: (1) this device may not cause harmful interference, and 
(2) this device must accept any interference received, including interference that 
may cause undesired operation. However, there is no guarantee that interference 
will not occur in a particular installation. DTC Data Technology is not responsible 
for any television, radio or other interference caused by unauthorized modification 
of this product. 
Modifications to this equipment that are unauthorized by the manufacturer may 
void the user's right to operate this device according to FCC rules. 
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